
10Pin ADS Error

7 Pin 
Whisker Relay 

(CR15) is 
functioning

Reverse 
Relay (CR12) is 

functioning

Forward 
Relay (CR11) is 

Functioning

Wires 
from switch 

to input 1ch09 
(VL/OR) test 

ok  

7 Pin 
whisker switch 
activates Input 

1CH09

ADS 
Sensor is 

signaling input on 
PLC 1CH05 

ADS Sensor gap 
set at .010

GY/OR  
wire from 

sensor to PLC 
Input 1CH05 

tests ok

Fuse Holder 
Test OK

Drive motor fuse 
tests OK

Find broken or 
loose wire causing 

issue

Inspect relay to 
make sure it is not 
loose in the base.  

Replace or reinstall 
as needed

Replace Switch   
P/N 153-1203

Locate loose or 
broken wire and 

correct or replace.

Replace Sensor 
P/N 154-1220

Adjust gap to .010

Find broken wire 
and fix or replace

Find bad or loose 
connection or 

replace fuse holder 
P/N 153-1028

Replace fuse 7.5A 
P/N 154-1270

Start

No

Yes

No

No

Yes

No

Yes

No

Yes

Yes

No

No

Yes

Yes No

Inspect relay to 
make sure it is not 
loose in the base.  

Replace or reinstall 
as needed

Inspect relay to 
make sure it is not 
loose in the base.  

Replace or reinstall 
as needed

Speed 
Control has 

incoming power 
Red and White 

Wires

Power is 
present at 

wh/br and wh/yl on 
Speed 
Control

No

Yes

No

Yes

Yes

No

Yes

Power is 
present at drive 

motor plug (wh/yl 
and wh/br)

Yes

Yes

Motor has failed 
and will need 
replacement.   

Refer to manual for 
correct P/N

Inspect and correct 
loose or broken 
wire from Speed 
Control to Motor

No

Replace Speed 
Control                

P/N 164-8828
No
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